
NOTCH 6"ÿx4'-10"(152x1473 mm)
POST AT INLET PIPE

2 GALV. ELLS W/ADAPTER
TO FLOAT VALVE

FLOAT VALVE/BALL1"(25 mm)
GALV.INLET
PIPE

ADAPTER

REDUCER

1 1/4"
(32 mm)

MAIN LINE-TEE

COVER TANK
PAD W/6"(152 mm)
OF 2 1/2"(63 mm)
MINUS GRAVEL

FLOW

TROUGH TROUGH

FLOW

RADIATOR HOSE
W/HOSE CLAMPS

DRAIN PLUG
(1 PER TROUGH)
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6"ÿx6'-0"(152x1829 mm)
TREATED WOOD POST
SET 3'(914 mm) IN

4" (102 mm)

6"ÿx4'-10"(152x1473 mm)
 TREATED WOOD

2"(51 mm)ÿ GALV.
PIPE WELDED TO

6" (152 mm)

24"(610 mm)-#5 REBAR
SUPPORT ANCHORS-2 PER
EACH SUPPORT (TYPICAL)

8"x8"x39"(203x 
203x991 mm)
TREATED WOOD
TANK SUPPORT

5/8"(16 mm)ÿ THREAD
ROD W/WASHERS AND
NUTS(GALV.) (TYP.)

OVERFLOW DRAIN
1 1/4"(32 mm)
GALV. PIPE WELDED

MIN. 2"(51 mm) BELOW
LOWEST RIM LEVEL

(32 mm)
ELL

SLOPE TO DRAIN

1 1/4"(32 mm)
ELL W/ADAPTER TO
PVC PIPE

1 1/4"(32 mm) PVC
DRAIN LINE

1 1/4"(32 mm)
GALV. PIPE

NOTE: TWO TROUGHS SHOWN. INSTALLATION MAY REQUIRE
     ANY NUMBER TROUGHS. SEE WORK SUMMARY CHART.

SECTION-TROUGH INSTALLATION

SQUARE EDGE DETAIL

REINFORCED CORNER DETAIL

ROLLED EDGE DETAIL

FLOAT VALVE PROTECTION
TANK PAD PLAN

STOCK TROUGH

SIDE VIEW
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STOCK TROUGHS SHALL
NOT BE PLACED OVER
MAIN WATER LINE

INLET

TROUGH PAD

DRAIN

FLOAT ASSEMBLY

TROUGH FLANGE

12'-6" (3810 mm) BOTTOM

6"

1 1/4"(32 mm) COUPLING FOR DRAIN PLUG

FLUSH WITH BOTTOM OF TANK
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FORMED TRIANGLE FILLER

NOTE:
THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.
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